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Thank You and Welcome

Firstly, Thank you for purchasing your Dye Sublimation printing system
from ISub (Education) Limited and we welcome you to the growing
number of schools that have chosen to work with our company.

We are a small, dedicated team of supportive staff, and our aim is to
help you introduce or expand the use of Dye Sublimation within your
school i simply and easily.

These installation instructions are designed to assist you in unpacking,
setting up and getting started with the Dye Sublimation printing
equipment and should cover most questions that may arise.

However, if during the installation process you require any further
assistance or jJjust have some additione
to contact us.

Our contact details are as follows:-

ISub (Education) Limited,
36 Spencer Street,

Burton Latimer,
Northamptonshire,

NN15 5SQ.

Telephone: 0121 288 9898

Fax: 01536 725081

e-mail: enquiries@isub-education.co.uk
Website: www.isub-education.co.uk

The Team at ISub (Education) imited



Unpacking and Preparing the Printer

Now remove the following packaging and

adhesive tapes

Open the printer box
and remove the items i
the top of the box.

Retain these parts, but
all the other parts are
not required

Remove the printer
from the box using the
handles on the bag

Remove the clar film
cover from the lid of the
printer.




Insert the power cable
here.

** Do not plug in to the
power supply yet*

Insert the USB A to US
B cable heregsupplied)

** Do not plug in to the
computer yet **




